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Inserts

	 ▲: Stock item Europe  ●:  Stock item Korea  ○: Production on demand

Picture Designation

Coated Uncoated Dimensions (mm)
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SNGX 140808ANFR-MA ○ ○ ○ ○ ○ ○ ▲ 14.0 1.21 6.58 0.8 5.5
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SAGX 140808ANER-ML ○ ○ ○ ▲ ▲ ○ ○ 14.0 1.21 6.58 0.8 5.5

SAGX 140808ANER-MM ○ ○ ○ ○ ▲ ○ ○ 14.0 1.21 6.58 0.8 5.5

SNMX 140808ANER-MM ○ ▲ ▲ ○ ▲ ○ ○ 14.0 1.21 6.58 0.8 5.5

Additional inserts for aluminum machining are available now

	• High helix cutting edge and sharp chip breaker ensure excellent machinability and high speed and high feed machining.
	• Stable tool life due reverse positive shaped relief surface structure and strengthened screws realize stable machining.
	• Optimal-shaped minor cutting edge enhances high	quality of machining.
	• Economical tool: maximum 8 corners per the insert are available with its double sided shape.

High helix face milling tool with 8-cornered double-side inserts

RM8-X  
Line-up Expansion Information

Recommended cutting conditions
Workpiece Specific 

cutting force
(N/mm2)

Brinell hardness
(HB)

Grade C/B

ISO
Workpiece
material

ISO AISI
H05 MA

vc (m/min) fz (mm/t) ap (mm)

N Aluminum

AlMg1SiCu 6061 125 - 310 30 - 65

500 0.15

- 5.5

700 0.12

1000 0.08

AlZn5.5MgCu 7075 230 - 570 60 - 150

500 0.15

700 0.12

1000 0.08


	Technische Informationen - HSK-Werkzeugsystem

