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Carbon steel Alloy steel Pre-hardened steel
Heat-treated steel

Stainless steel Cast iron
STD61(-HRC55) STD11(HRC55-63)

◎ ◎ ◯ - - ◎ ◯

: 1st recommendation   : 2nd recommendationApplication range

Code system

WSDP 040 - 5D 100L - 5S

W-Star 
Drill Plus

Drill dia. (DC)
040 = Ø4.0mm

Aspect ratio (L/D) 
3D, 5D, 7D

Special type
Flute length

100: 100mm

Overall length
100L: 100mm

Shank dia.
5S: Ø5.0mm

Special type

KORLOY NOTICE W-Star Drill (EN)

W-Star DrillW-Star Drill
Economical carbide coated solid drillEconomical carbide coated solid drill

■ Features
»	 Better cutting performance with an improved thinning shape which lessens cutting load.
»	 High rigidity and good chip evacuation from the optimal designed flute.
»	 Excellent cutting performance in stainless machining.

SECTION A-A’ 

Multi Point angle

A

AXR Thinning shape

- �Reduced cutting load on 
the cutting edge with a 
streamlined thinning

- Improved chip breaking 

Multi Point angle

- �Separated cutting load by optimal 
point angle

- Streamlined 1st point angle

New AlCrN coating

- ��Improved chip evacuation with enhanced flute 
lubrication

- �Enhanced wear resistance and oxidation 
resistance by multi-layer coating

Optimal flute

- �Good chip evacuation due to 
applying the larger chip pocket

■ All products are available for shipping from stock
»	 Stock at KORLOY Europe: 3xD: 1.0 – 13.0 mm, 5xD: 1.0 – 20.0 mm, 7xD: 3.0 – 20.0 mm

Korloy Europe GmbH 
Gablonzer Str. 25 - 29 
D-61440 Oberursel

Tel. +49 6171 2 77 83-0
Mail: info@korloyeurope.com 
Web: www.korloyeurope.eu

For any further information, please 
contact our customer support team!


