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Code system

CCT - 090 T - 080 L

Type
CCT = Centering & Chamfering Tool
CET = Centering & Chamfering 
           Endmill Tool

Chamfer angle
060 = 60°
090 = 90°
120 = 120°

Cutting edge 
No code = Single

T = Twin

Diameter
080 = 8.0Ø

Overall length
No code = Standard

L = Long

KORLOY NOTICE

New Line up  New Line up  
Solid Chamfer Tool / Solid Chamfer Tool / 
CountersinksCountersinks
■ All products are available for shipping from stock
»	 Machinable chamfer angles : 60°, 90°, 120°
»	 Wide tool application range with single, twin and long types

Korloy Europe GmbH 
Gablonzer Str. 25 - 29 
D-61440 Oberursel

Tel. +49 6171 2 77 83-0
Mail: info@korloyeurope.com 
Web: www.korloyeurope.eu

For any further information, please 
contact our customer support team!

CCT (Centering & Chamfering tool)

CET (Centering & Chamfering endmill tool)

•	 For internal chamfering up to 0.5mm

•	 Can be applied to side milling and easy to regrinding

•	 Chipping resistance realizes machining in high speed due to double point angle.

•	 Lowers cutting load due to web thinning.
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(mm)

CET (Coated Carbide)� Chamfer Tool

	 ▲: Stock item Europe  ●: Stock item Korea  ○: Production on demand

Designation Stock DC DCON-MS LU OAL SIG

CET

060-030 ▲ 3 3 5.5 50 60°

060-040 ▲ 4 4 7 50 60°

060-060 ▲ 6 6 10 60 60°

060-080 ▲ 8 8 13 70 60°

060-100 ▲ 10 10 16 70 60°

060-120 ▲ 12 12 18 80 60°

060-160 ▲ 16 16 24 100 60°

090-030 ▲ 3 3 5.5 50 90°

090-040 ▲ 4 4 7 50 90°

090-060 ▲ 6 6 10 60 90°

090-080 ▲ 8 8 13 70 90°

090-100 ▲ 10 10 16 70 90°

090-120 ▲ 12 12 18 80 90°

090-160 ▲ 16 16 24 100 90°

120-030 ▲ 3 3 5.5 50 120°

120-040 ▲ 4 4 7 50 120°

120-060 ▲ 6 6 10 60 120°

120-080 ▲ 8 8 13 70 120°

120-100 ▲ 10 10 16 70 120°

120-120 ▲ 12 12 18 80 120°

120-160 ▲ 16 16 24 100 120°

OAL

DC

LU

SIG DCON-MS

Centering Hole  
chamfering

External  
chamfering

Internal  
chamfering

Side  
milling

Slot  
milling

CET

60° X ◎ ◎ ◎ - ◯ ◎ X

90° ◯ ◎ ◎ ◎ ◎ ◎ - ◯

120° ◎ ◎ ◎ ◎ ◎ ◎

CCT

60° ◎ ◎ ◎ - ◯ ◎ - X X X

90° ◎ ◎ ◎ - ◯ ◎ - X X X

120° ◎ ◎ ◎ ◎ X ◎

Applications

◎: Excellent     ◯: Good   X : Not applicable
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(mm)

CCT (Coated Carbide)� Chamfer Tool

	 ▲: Stock item Europe  ●: Stock item Korea  ○: Production on demand

Designation Stock DC = DCON-MS DCN OAL SIG Fig.

CCT

060-030 ▲ 3 1 40 60° 1

060-040 ▲ 4 1.5 40 60° 1

060-060 ▲ 6 2 50 60° 1

060-080 ▲ 8 2.5 60 60° 1

060-100 ▲ 10 3 70 60° 1

060-120 ▲ 12 4 80 60° 1

060-160 ▲ 16 5 100 60° 1

060T-030 ▲ 3 1 40 60° 2

060T-040 ▲ 4 1.5 40 60° 2

060T-060 ▲ 6 2 50 60° 2

060T-080 ▲ 8 2.5 60 60° 2

060T-100 ▲ 10 3 70 60° 2

060T-120 ▲ 12 4 80 60° 2

060T-160 ▲ 16 5 100 60° 2

060T-030L ▲ 3 1 100 60° 2

060T-040L ▲ 4 1.5 100 60° 2

060T-060L ▲ 6 2 100 60° 2

060T-080L ▲ 8 2.5 120 60° 2

060T-100L ▲ 10 3 120 60° 2

060T-120L ▲ 12 4 150 60° 2

090-030 ▲ 3 1 40 90° 1

090-040 ▲ 4 1.5 40 90° 1

090-060 ▲ 6 2 50 90° 1

090-080 ▲ 8 2.5 60 90° 1

090-100 ▲ 10 3 70 90° 1

090-120 ▲ 12 4 80 90° 1

090-160 ▲ 16 5 100 90° 1

090T-030 ▲ 3 1 40 90° 2

090T-040 ▲ 4 1.5 40 90° 2

090T-060 ▲ 6 2 50 90° 2

090T-080 ▲ 8 2.5 60 90° 2

090T-100 ▲ 10 3 70 90° 2

090T-120 ▲ 12 4 80 90° 2

090T-160 ▲ 16 5 100 90° 2

090T-030L ▲ 3 1 100 90° 2

090T-040L ▲ 4 1.5 100 90° 2

090T-060L ▲ 6 2 100 90° 2

090T-080L ▲ 8 2.5 120 90° 2

090T-100L ▲ 10 3 120 90° 2

090T-120L ▲ 12 4 150 90° 2

Fig. 1

Fig. 2

OAL

OAL

SIG DC DCN DCON-MS

DCON-MSDC DCNSIG
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(mm)

CCT (Coated Carbide)� Chamfer Tool

	 ▲: Stock item Europe  ●: Stock item Korea  ○: Production on demand

Designation Stock DC = DCON-MS DCN OAL SIG Fig.

CCT

120-030 ▲ 3 1 40 120° 1

120-040 ▲ 4 1.5 40 120° 1

120-060 ▲ 6 2 50 120° 1

120-080 ▲ 8 2.5 60 120° 1

120-100 ▲ 10 3 70 120° 1

120-120 ▲ 12 4 80 120° 1

120-160 ▲ 16 5 100 120° 1

120T-030 ▲ 3 1 40 120° 2

120T-040 ▲ 4 1.5 40 120° 2

120T-060 ▲ 6 2 50 120° 2

120T-080 ▲ 8 2.5 60 120° 2

120T-100 ▲ 10 3 70 120° 2

120T-120 ▲ 12 4 80 120° 2

120T-160 ▲ 16 5 100 120° 2

120T-030L ▲ 3 1 100 120° 2

120T-040L ▲ 4 1.5 100 120° 2

120T-060L ▲ 6 2 100 120° 2

120T-080L ▲ 8 2.5 120 120° 2

120T-100L ▲ 10 3 120 120° 2

120T-120L ▲ 12 4 150 120° 2

Fig. 1

Fig. 2

OAL

OAL

SIG DC DCN DCON-MS

DCON-MSDC DCNSIG
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OAL

SIGDC DCN DCON-MS

Designation Stock DC DCON-MS DCN OAL SIG

CSPC

3060-050 ▲ 6 6 1.5 50 90˚

3080-060 ▲ 8 8 2 60 90˚

3100-070 ▲ 10 10 2.5 70 90˚

3120-075 ▲ 12 12 2.8 75 90˚

3160-080 ▲ 16 16 3.2 80 90˚

3200-090 ▲ 20 20 3.5 90 90˚

h6
shank PC40T

Grade DC

±0.5mm

Unequal
Division
/Lead

(mm)

CSPC3000 (Coated Carbide) � Countersinks

	 ▲: Stock item Europe  ●: Stock item Korea  ○: Production on demand



KORLOY NOTICE Solid Chamfer Tool Lineup (EN)  6

Designation Stock DC DCON-MS DCN OAL SIG

CSPH

3063-045 ▲ 6.3 5 1.5 45 90°

3083-050 ▲ 8.3 6 2 50 90°

3104-050 ▲ 10.4 6 2.5 50 90°

3124-056 ▲ 12.4 8 2.8 56 90°

3165-060 ▲ 16.5 10 3.2 60 90°

3205-063 ▲ 20.5 10 3.5 63 90°

3250-068 ▲ 25 10 3.8 68 90°

(mm)

CSPH3000 (Coated HSS) � Countersinks

	 ▲: Stock item Europe  ●: Stock item Korea  ○: Production on demand

h8
shank HC40T

Grade DC

±0.5mm

Unequal
Division
/Lead

OAL

DCN DCON-MSSIGDC

CSNH3000 (Coated HSS) � Countersinks

Designation Stock DC DCON-MS Range of dia OAL SIG

CSNH

3100-050 ▲ 10 6 3~9 50 90°

3150-055 ▲ 15 8 3~14 55 90°

3200-060 ▲ 20 10 4~19 60 90°

3250-070 ▲ 25 12 5~24 70 90°

3300-075 ▲ 30 12 6~29 75 90°

3400-085 ▲ 40 12 8~39 85 90°

3500-090 ▲ 50 12 12~49 90 90°

 Order made available

h9
shank

DC
±1.0mm

±1°

Straight
Type

OAL

SIGDC DCON-MS

(mm)

	 ▲: Stock item Europe  ●: Stock item Korea  ○: Production on demand

HC20T

Grade
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(mm)

CSNH1000 (Coated HSS) � Countersinks

	 ▲: Stock item Europe  ●: Stock item Korea  ○: Production on demand

CSHH1000 (Coated HSS) � Countersinks

(mm)

	 ▲: Stock item Europe  ●: Stock item Korea  ○: Production on demand

Designation Stock DC DCON-MS Range of dia OAL SIG

CSHH

1100-050 ▲ 10 6 3~9 50 90°

1150-060 ▲ 15 8 5~12 60 90°

1200-065 ▲ 20 10 8~15 65 90°

1250-074 ▲ 25 12 10~20 74 90°

1300-085 ▲ 30 12 12~25 85 90°

1350-095 ▲ 35 16 14~30 95 90°

1400-105 ▲ 40 16 16~35 105 90°

1500-130 ▲ 50 16 20~45 130 90°

 Order made available

h9
shank

DC

±1.0mm
Hole
Type

OAL

SIGDC DCON-MS

Designation Stock DC DCON-MS Range of dia OAL SIG

CSNH

1100-050 ▲ 10 6 2~9 50 90°

1150-055 ▲ 15 8 2~14 55 90°

1200-060 ▲ 20 10 2~19 60 90°

1250-070 ▲ 25 12 2~24 70 90°

1300-075 ▲ 30 12 6~29 75 90°

1350-080 ▲ 35 12 7~34 80 90°

1400-085 ▲ 40 12 8~39 85 90°

1500-090 ▲ 50 12 12~49 90 90°

h9
shank

DC

±1.0mm
Straight
Type

OAL

SIGDC DCON-MS

HC20T

Grade

HC20T

Grade

Korloy Europe GmbH 
Gablonzer Str. 25 - 29 
D-61440 Oberursel

Tel. +49 6171 2 77 83-0
Mail: info@korloyeurope.com 
Web: www.korloyeurope.eu

For any further information, please 
contact our customer support team!


